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COPPER CONDUCTOR ACCOMMODATED REV. | DATE DESCRIPTION BY [C’k’D.
(AWG) METRIC WIRE SIZE 2 |721/94] o TG S|GNAT! N 15580 RDP [KFM
3 [11-omees [AD 1O & NSP |KLH
8 SOL(.129 DIA) TO 2 STR(C.292 DIA)|10mm?SOL[3.68]1 TO 25mm? STR(6.58]
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C
1.44 I -
1371
1/2"-13 UNC
2A THREAD
B 3/8"-16 SILICON BRONZE
HEX. NUT AND SHAKE
PROOF LOCKWASHER
.90 RECOMMENDED TORQUE:
[23] 240 Lbxin [27.0 Nxml
NOTES:
1. MATERIAL: CAST COPPER ALLOY.
TRANSFORMER GROUNDING CONNECTOR
Al 2. FINISH. WHEELABRATE. e EOCEOT e A
3. DIMENSIONS IN BRACKETS [ 1 ARE IN MILLIMETERS ROUNDED o e LRSS
OFF TO THE NEAREST MILLIMETER, UNLESS OTHERWISE NOTED, o.A._APPVL, A LLOYD 273/93[MKTG_APPVL: K_WOO 11711793
AND ARE FOR REFERENCE ONLY‘ ICAD FILE: SC78S5S67-SHTO1 [PM REF: N/A
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